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Ki = mass transfer coefficient of individual 
condensable compounds in the emission 
stream 

Ko = mass transfer coefficient of a reference 
compound (e.g., 0.83 cm/s for water) 

Mo = molecular weight of reference com-
pound (e.g., 18.02 for water) 

Mi = molecular weight of individual conden-
sable compounds in the emission stream 

n=number of condensable compounds in the 
emission stream 

(2) Estimate controlled emissions in 
pounds per batch for each vessel as 
specified in paragraphs (c)(2)(i) through 
(iii) of this section. 

(i) Except as specified in paragraphs 
(c)(2)(ii) and (iii) of this section, esti-
mate controlled emissions as if the ves-
sel were controlled in compliance with 
entry 2.b.i. in Table 1 to this subpart. 

(ii) Estimate the controlled emis-
sions using the control level achieved 
on November 15, 1990 if that value is 
greater than the applicable control 
level required by entry 2.b.i in Table 1 
to this subpart. 

(iii) Estimate the controlled emis-
sions using the control level required 
to comply with a State or Federal rule 
other than this subpart if that level is 
greater than the applicable control 
level required by entry 2.b.i in Table 1 
to this subpart and the other rule was 
in effect before the date when you re-
quest approval to comply with emis-
sions averaging. 

(3) Determine actual emissions in 
pounds per batch for each vessel in ac-
cordance with paragraph (c)(3)(i), (ii), 
or (iii) of this section, as applicable. 

(4) Provide rationale in the 
precompliance report for why the sum 
of the actual emissions will be less 
than the sum of emissions from the 
vessels if they had been controlled in 
accordance with Table 1 to this sub-
part. The approved actual emissions 
calculated according to paragraph 
(c)(3) of this section are emission lim-
its that must be incorporated into your 
operating permit. 

(d) Continuous compliance. (1) Main-
tain a monthly log of the number of 
batches produced that can be cor-
related with the emissions estimates 
per batch developed in accordance with 
paragraph (c) of this section. 

(2) Sum the actual emissions for all 
of the process vessels in the emissions 
averaging group every three months, 

with the first 3-month period beginning 
on the compliance date, and compare 
the resulting total with the total emis-
sions for the vessels calculated in ac-
cordance with paragraph (c)(2) of this 
section. Compliance is demonstrated if 
the sum of the actual emissions is less 
than the emissions estimated in ac-
cordance with paragraph (c)(2) of this 
section. 

(3) For control devices, establish op-
erating limits and monitor as specified 
in § 63.8000. 

(e) Recordkeeping and reporting. Com-
ply with §§ 63.8070, 63.8075, and 63.8080. 

[68 FR 69185, Dec. 11, 2003, as amended at 70 
FR 25682, May 13, 2005] 

§ 63.8055 How do I comply with a 
weight percent HAP limit in coating 
products? 

(a) As an alternative to complying 
with the requirements in Table 1 to 
this subpart for each individual sta-
tionary process vessel at an existing 
source, you may elect to comply with a 
5 weight percent HAP limit for process 
vessels at your affected source that are 
used to manufacture coatings with a 
HAP content of less than 0.05 kg per kg 
product as specified in paragraph (b) of 
this section. 

(b) You may only comply with the al-
ternative during the production of 
coatings that contain less than 5 
weight percent HAP, as determined 
using any of the procedures specified in 
paragraphs (b)(1) through (4) of this 
section. 

(1) Method 311 (appendix A to 40 CFR 
part 63). 

(2) Method 24 (appendix A to 40 CFR 
part 60). You may use Method 24 to de-
termine the mass fraction of volatile 
matter and use that value as a sub-
stitute for the mass fraction of HAP. 

(3) You may use an alternative test 
method for determining mass fraction 
of HAP if you obtain prior approval by 
the Administrator. You must follow 
the procedure in § 63.7(f) to submit an 
alternative test method for approval. 

(4) You may rely on formulation data 
from raw material suppliers if it rep-
resents each organic HAP that is 
present at 0.1 percent by mass or more 
for OSHA-defined carcinogens, as speci-
fied in 29 CFR 1910.1200(d)(4), and at 1.0 
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percent by mass or more for other com-
pounds. If the HAP weight percent esti-
mated based on formulation data con-
flicts with the results of a test con-
ducted according to paragraphs (b)(1) 
through (3) of this section, then there 
is a rebuttal presumption that the test 
results are accurate unless, after con-
sultation, you demonstrate to the sat-
isfaction of the permitting authority 
that the test results are not accurate 
and that the formulation data are more 
appropriate. 

[68 FR 69185, Dec. 11, 2003, as amended at 70 
FR 25682, May 13, 2005; 70 FR 75927, Dec. 21, 
2005] 

NOTIFICATION, REPORTS, AND RECORDS 

§ 63.8070 What notifications must I 
submit and when? 

(a) You must submit all of the notifi-
cations in §§ 63.6(h)(4) and (5), 63.7(b) 
and (c), 63.8(e), (f)(4) and (6), 63.9(b) 
through (h) that apply to you by the 
dates specified. 

(b) Initial notification. (1) As specified 
in § 63.9(b)(2), if you have an existing af-
fected source on December 11, 2003, you 
must submit an initial notification not 
later than 120 calendar days after De-
cember 11, 2003. 

(2) As specified in § 63.9(b)(3), if you 
start up your new affected source on or 
after December 11, 2003, you must sub-
mit an initial notification not later 
than 120 calendar days after you be-
come subject to this subpart. 

(c) Notification of performance test. If 
you are required to conduct a perform-
ance test, you must submit a notifica-
tion of intent to conduct a performance 
test at least 60 calendar days before the 
performance test is scheduled to begin 
as required in § 63.7(b)(1). For any per-
formance test required as part of the 
initial compliance procedures for proc-
ess vessels in Table 1 to this subpart, 
you must also submit the test plan re-
quired by § 63.7(c) and the emission pro-
file with the notification of the per-
formance test. 

§ 63.8075 What reports must I submit 
and when? 

(a) You must submit each report in 
Table 9 to this subpart that applies to 
you. 

(b) Unless the Administrator has ap-
proved a different schedule for submis-
sion of reports under § 63.10(a), you 
must submit each report as specified in 
Table 9 to this subpart and paragraphs 
(b)(1) and (2) of this section. 

(1) The compliance reports must be 
submitted semiannually. The first re-
port must be submitted no later than 
240 days after the applicable compli-
ance date and shall cover the 6-month 
period beginning on the compliance 
date. Each subsequent compliance re-
port must cover the 6-month period fol-
lowing the preceding period. 

(2) For each affected source that is 
subject to permitting regulations pur-
suant to 40 CFR part 70 or 40 CFR part 
71, and if the permitting authority has 
established dates for submitting semi-
annual reports pursuant to 40 CFR 
70.6(a)(3)(iii)(A) or 40 CFR 
71.6(a)(3)(iii)(A), you may submit the 
first and subsequent compliance re-
ports according to the dates the per-
mitting authority has established in-
stead of according to the dates in Table 
9. 

(c) Precompliance report. You must 
submit a precompliance report to re-
quest approval of any of the informa-
tion in paragraphs (c)(1) through (4) of 
this section. We will either approve or 
disapprove the report within 90 days 
after we receive it. If we disapprove the 
report, you must still be in compliance 
with the emission limitations and work 
practice standards in this subpart by 
the compliance date. 

(1) Requests for approval to set oper-
ating limits for parameters other than 
those specified in §§ 63.8005 through 
63.8025, including parameters for en-
hanced biological treatment units. Al-
ternatively, you may make these re-
quests according to § 63.8(f). 

(2) Descriptions of daily or per batch 
demonstrations to verify that control 
devices subject to § 63.8000(d)(3) are op-
erating as designed. 

(3) A description of the test condi-
tions, data, calculations, and other in-
formation used to establish operating 
limits according to § 63.8005(e)(1). 
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